MANHOLE CASTING EJ #1040 OR APPROVED
EQUAL WITH TYPE "C" COVER PER DETAIL S-6B

19" MIN - 24" MAX FOR ADJUSTMENT

SURFACE OF
GROUND OR x
STREET

3 LAYERS OF PRECAST
ADJUSTMENT RINGS FOR
ADJUSTMENT.

%" CEMENT PLASTER COAT

ECCENTRIC CONE

6" FOR MONOLITHIC CONCRETE
AND CONCRETE BLOCK

q 5" FOR PRE-CAST REINFORCED
CONCRETE PIPE

NOTE:
6' WHERE SEWER STUBS OR HOUSE

CONNECTIONS ARE CALLED FOR,
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_E STANDARD CHANNNEL SHALL BE
= B CONSTRUCTED IN BOTTOM OF
MANHOLE, IN SAME MANNER AS FOR
INTERSECTING SEWER.
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SECTION A-A 0
©
NOTE:
STRUCTURE SHALL BE PRE-CAST
REINFORCED CONCRETE UNLESS
A OTHERWISE APPROVED BY THE
A ENGINEER.
] e NOTE:
BELOW I5' DEPTH MEASURED FOR
PRESENT GROUND SURFACE, MANHOLE

WALLS SHALL BE 2" THICK AND
DIAMETER OF BASE 9'4"
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SECTION B-B 6' DRAINAGE
STRUCTURE
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